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®) MANHOLE J/1-CP58 | 250mm OD SDR17 PE100 PN10
o RODDING EYE
CP58 - CP59 | 200mm OD SDR11 PE100 PN10
FLOW DIRECTION
U/0-U/1 | 250mm OD SDR11 PE100 PN10
SUBSOIL DRAINAGE
SPEARS U/1-U/2 | 200mm OD SDR17 PE100 PN10
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NOTES: § Wy
1. LEVELS ARE IN TERMS OF THE MOTURIKI DATUM. m ﬁ SWMH E/3
2. ORIGIN OF LEVELS TCC BENCHMARK BM 1040 RL 107
15.860m. 39
3. METHOD OF SURVEY: GPS 147 L5 -
4. ALL WORKS WERE CARRIED OUT TO TCC IDC 2011 ©®SWMH K/1 1= 4 S(;!\IMI-EI F/2 I
STANDARDS. 29 o o
5. ALL STORMWATER AND WASTEWATER CONNECTIONS 19 oy P Chad
ARE 100mm NB uPVC, UNLESS UNDER CARRIAGEWAY
WHERE 150mm NB uPVC ARE USED. 2 108
6. SUMP LEADS ARE 300mm NB uPVC, EXCEPT FOR 2 146 1.2 4.1
R.0.W SUMP LEADS WHICH ARE 150mm NB uPVC. N e N
7. REFER TO TABLE FOR PE LINE DETAILS wl— -
8. ALL MANHOLES ARE 1050mm DIA UNLESS o
OTHERWISE SHOWN.
9. ALL STORMWATER PIPES ARE RCRRJ PIPES UNLESS 30 109
OTHERWISE STATED. 4.0
10. ALL CONCRETE PIPES ARE CLASS 2 UNLESS 145 =
OTHERWISE STATED. & SWMH D/5 15 N
11. ALL DEEP DRAINAGE CONNECTIONS ARE RAMPED UP e @l g
TO WITHIN 1.5m OF SURFACE. . L E
12. ALL SUBSOILS ARE NEXUSCOIL PUNCHED. £ o
13. ALL SUBSOILS ARE 100mm @ UNLESS INDICATED E 110 S
OTHERWISE a 4.0
14. SUMPS BEHIND LOTS 1-8 ARE STRATA 300x300 SILT S e
TRAPS. 144 N
15. SUMPS WITHIN RIGHTS OF WAY ARE ¥
450x450 SUMPS, EXCEPT IN LOT 936, WHICH IS A 935
STANDARD SUMP. %45 1
16. SWRE REFERS TO A STANDARD RODDING EYE. 124 Oy a4
17. ALL BURIED AS BUILT INFORMATION SUPPLIED BY v 30 SWMH F/1 —5
HIGGINS CONTRACTORS LTD. 23 ” ) .Nfﬁ
18. REFER COFFEY ASBUILT DRAWING FOR DETAILS OF = SWMH E/2
SPEARS. g‘
19. LINE B/1 - B/2 INCLUDES CONCRETE BULKHEADS AT 122 £ o
3.7m CENTRES 4t E 112 N
Q)
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